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SUMMARY 
A feasibility demonstration of a 980 MHz Fiber Optic Link for the 
Solar Power Satellite Phase Reference Distribution System was accomp-
lished. A dual fiber-optic link suitable for a phase distribution frequency 
of 980 MHz was built and tested. The major link components include single 
mode injection laser diodes, avalanche photodiodes, and multimode high 
bandwidth fib~rs. Signal throughput was demonstrated to be stable and 
of high quality in all cases. For a typical SPS link length of 200 meters, 
the tr~nsmitted phase at 980 MHz varies approximately 2.5 degrees for 
every °C of fiber temperature change. This rate is acceptable because 
of the link length compensation feaocure of the phase control design. 
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1.0 INTRODUCTION 
The purpose of the proposed Solar Power Satellite (SPS) is to convert 
solar energy to microwave energy which will be beamed down to an earth-
based receiving station, converted, and fed to a power distribution grid. 
The downlink power transmission beam is formed by a phased array of micro-
wave emitters, and the beam formation integrity is assured by the faithful 
distribution of a reference phase throughout the spaceborne array. One 
approach which offers possible advantages towards phase st~hil'ity under 
large temperature variations, low EMI, low mass, and large 1ength-bandwidih 
products, involves the use of fiber optic technology for phase signal 
distribution. 
1.1 SPS PHASE CONTROL SYSTEt4 
The present approach for beam control is to form a phased array with 
approximately one hundred thousand microwave transmission r,lodu1es. Figure 
1.1 represents the proposed spaceborne configuration. The reference system 
has been configured by the LinCom Corporation. A pilot phase signal will 
be generated and injected into the phase reference distribution system as 
showr. in the lower left corner of the figure. It is to be split and success-
ively transmitted through four levels of distribution to each subarray. A 
control signal will be transmitted from the earth-based receiving station 
to the satellite, and each microwave module will detect the control signal 
phase as it is received, compare it with the reference phase, and simul-
taneously generate the power transmission signal with the conjugate phase 
angle. This scheme forces all of the modules' signals to be in phase 
towards the earth receiving station, regardless of the tilt of each satellite 
module. 
Since each microwave module is to be phase-controlled to within ~ 10°, 
the individual path lengths for each reference link must be well !latched and 
stabilized if the proper phasing is to be maintained. Large thermal vari-
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ations are expected across the SPS array, and thus, it is imperative that 
the phase distribution medium exhibits propagation properties that are 
highly predictable. The phase stability versus temperature for optical 
fibers approaches that of the highest quality phase-stable coaxial cable as 
is summarized in Figure 1.2. 
In the proposed configuration, a two-way link is to be built for each major 
distribution path such that any phase errors due to path length variations 
may be detected and compensated. Referring to Figures 1.1 and 1.3, it is 
shown that the transmitted phase is detected and returned to the source 
VCO for monitoring and correction, if required. Identical optical fibers 
are to be juxtaposed for the entire length of each phase link to provide 
accurate matching and tracking of the thermally induced phase effects. 
Figure 1.3 represents a NASA test setup geared towards investigating the 
validity of the SPS phase compensation system. 
The outer level of the phase distribution network compris~s over 90% of 
the network segments. At this level, the average link len~th is less than 
10 meters, and since some tolerance is allowed. it may be possible to 
eliminate the return links as the phase shift will average less than 
0.125 degrees per °C of fiber temperature. 
The phase r'eference distribution system, in addition to being temperature 
stable, needs to be highly immune to EMI/RFI, which is expected to be severe 
in the vicinity of the SPS microwave array. Fiber optics are completely 
"immune to EMI/RFI, and a 1 so offer theoretical length-bandwidth products 
of several gigahertz-kilometers, which is Significant considering the 
proposed link lengths and frequencies involved. Fiber optirc :J~ dlso pr~s~nt 
savings in mass, physical size, and ~vc~tudiIY, cost. 
1.2 TECHNICAL OBJECTIVES 
The purpose of this effort was to demonstrate the feasibility of a fiber 
optic link at 980 ~IHz for SPS application. The specific tasks were to: 
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1. Analyze existing optical f,bers for use in the phase distri-
bution network with emphasis on thenmal phase change effects, 
and the ability to transmit high frequency (980 MHz) signals. 
2. Analyze optical emitters and detectors to determine their 
feasibility of operation for SPS usage at 980 MHz. 
3. Test candidate fibers at 60 MHz t~ determine phase sensitivity 
to temperature variations. 
4. Select and purchase optical emitters, detectors, and fibers 
for 980 MHz SPS link development. 
5. Design and construct impedance matching systems for coupling 
the optical emitter and detector to laboratory equipment. 
6. Assemble and test a two-way phase-matched link at 980 MHz 
consisting of similar emitters, detectors, and a two-fiber 
cahle of minimum length of 200 meters. 
1.3 ~ASK ORGANIZATION 
Section 2 of this repott discusses the investigation and selection of fiber 
optic components suitable for the SPS evaluation. Fibers, emitters, and 
detectors are discussed. 
Section 3 presents data covering the results of phase angle versus tempera-
ture variation tests for four fibers selected a~ a res~it of the fiber 
i nvesti gation. 
The design of a two-way 980 MHz fiber (.'(,~ic link i$ presented in Section 4. 
The design of suitable emitter and detector modules and the selection of a 
two-fiber cable and fiber optic connectors are discussed. 
6 
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The results of initial testing at 980 MHz to demonstrate signal throughpJt 
and to further evaluate thermal effects on fibers are dis~ussed in Section 
5. Some discussion of fiber bandwidth is also presented in Section 5 
Section 6 covers the final development of the 980 MHz two-way link and 
includes the determination of the optimum operating conditions for the 
emitter and detector modules designed in Section 4. The discussion of th~ 
successful phase matching of the two similar links is also presented. 
In Section 7, a complete characterization of the 980 MHz two-way link is 
performed. InfonTIc.ltion regard; ng phase variation for all input parameters. 
all suggested operating levels, and measure~ output data is given. 
Suggestions for further study are presented in Section 8. 
Appendices have also been included which present the test plans and tn~ 
package drawings for the 980 MHz link modules. 
7 
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2. a FIBER OPTIC COMPONENT INVESTIGATION 
For SPS application, optical fibers must be investigated with special 
attention given to their phase stability as a function of temperature, 
and their ability to transmit a 980 MHz signal with low attenuation and dis-
persion. Emitters and detectors must be investigated primarily with attention 
on their ability vO be modulated by and to demodulate a 980 MHz signal with 
s!.able phase transmission propp.rties. FiglJre 2.1 summarizes the various 
features of the fiber optic components that were investigated. Figure 2.2 
li3ts the components chosen as a resu1t of the task investigations for 
laboratory testing and further evaluati0n. 
2.1 FIBER IrNESTIGATION 
Considering the requirements of the phase reference distribution system for 
the SPS, the objective~ of this investigation were to determine the potential 
of modern fiber materials and fiber manufacturing techniques for minimizing 
the undesirable thermal path length variations, and also to determine the 
ability of present fibers to transmit a 980 '·1Hz signal; i.e., low attenuation 
and adequate bandwidth. 
Recently, work has begun on the effects of temperature on the optical length 
of fibers, and it appears th~t the effective path length variations for 
current fibers are comparable to the best of phase-stable coaxial cables. (1,2) 
As an outcome of this study, four types of optical fibers were evaluated, 
and Corning IVPO (Inside yapor fhase Qxidation) fiber was recommended 
for the 980 MHz SPS link development. 
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FIGURE 2.1: FIBER OPTIC COI·tPONENT INVESTIGATION SUlflARY 
c oillponent T vpe F eatures 
Emi tter GaA 1 As ~1u 1 t i-Mode 1. Moderate cost 
Injection Laser Diode 2. High power 
3. High modulation bandwidth 
-
GaA1As Single-Mode l. High power 5. Low th!'esho 1 d 
Injection Laser Diode .. High coupling eff . 6. High ,'eliability .... 
3. High bandwidtll 7. Narrow spectral 
4. Low distortion width 
Light Emitti ng 1. No threshold current 
Diode (LED) 2. Low d i ~turtion 
3. Low cost 
4. Stabl~rating pOint 
-
Detector Silicon Avalanche l. Gain-BH product':!-dO GHz 
Photodiode 2. Hi gh RCVR S/;J 
3. I'lodera te cos t 
Silicon PIN Photo- l. Low bias voltage 
diode 2. Stable operating ~oint 
3. Low cost 
-
Fiber Stop-index glass l. Low cost 
multi-mode 2. Low attenuation 
Graded-index glass 1- Moderate cost 
multi -mode 2. High bandwidth 
3. Low attenuation 
Stop-index glass l. Extremely high bandwidth 
single-mode 2. LO\,1 attenuation 
3. Poor coupling efficiency 
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COMPONENT TYPE MANUFACTURER PART II 
--
-.-
Emitter Injection Nippon Electric NOL 3205P 
Laser Diode Co. (NEC) 
--:-
Detector Avalanche RCA C30908E 
Photodiode (hand-se lected) 
Fiber IVPO Corning Product Code 
Graded Index 11514 
Lacquer Coa ted 
OVPO Corning Product Code 
Graded-Index 11504 
Lacquer Coa ted 
OVPO Times Wire GA Series 
Graded-Index & Cabl e 
F1 uorocarbon 
Coated 
~ubl e-Crucibl e Ni ppon "Sel foe II 
Nylon Coated Sheet Glass GI-60 
I 
FIGURE 202 COMPONENTS SELtCTED FOR FURTHER INVESTIGATION 
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The initial investigation involved literature studies and contacts with 
manufacturers to gain knowledge of the relevant properties o~ various 
glasses. Modern fibers are drawn from extremely high purity doped fus~d 
silica. One Significant exception is a Japanese product (Selfoc) which 
is composed of mUlti-component glasses. Fused silica provides a pure 
material with highly predictable characteristics for proper control of 
index grading for high-bandwidth specifications. in addition to the 
potential of very low attenuation. At this point. no other materials are 
seriously being considered for fiber optics with the exception of the 
metallic halides for use with CO2 lasers at 10.6 um. (3) 
Several papers were found which dealt with the thermal properties of 
fused silica, including information on thermal expansion, thermal 
refractive index coefficients, wavelength effects. etc. Receiltly, some 
work has appeared on the thermal properties of optical fibers in particu-
lar. The remainder of the investigation involved discussions with 
several manufacturers of high-bandwidth fibers. Of particular ~nterest, 
were the materials and the dopants used, and the manufacturing techniques 
involved. 
Temperature can affect the phase of the reference signal transmitted 
through the fi ber by two mec"an; sms: thermal expans i on and therma 1 
variation of refractive index. The following equatinr: defines the 
relationship: 
Where: 
1'10 0 = ?60 fnl (dn + .Q.L) tiT 
c ncrr ldT 
1\0 0 = change in transmitted pna~e. degrees 
I\T = change in temperat.ure, °C 
f = frequency of transmitted signal 
n = nominal index of refra:tion of core 
= nominal length of fiber 
c = speed of light (vacuum) 
11 
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The results of an initial test(2) indicated that for a silica fiber at 
820 nm, the effect due to a change in refractive index was significantly 
greater than the effect due to thermal expansion. For zero total effect, 
it is desirable that the refractive index coefficient be opposing in sign 
but equal in magnitude to the thermal expansion (length) coefficient. 
One of the tasks of the investigation was to determine if any fiber materials 
exhibited such characteristics. 
Refractive index variations are caused by two distinct phenomena. As a 
fiber expands with temperature, its density will decrease, causing a nega-
tive refractive index coefficierjt. However, a phenomenon called electron 
polarizability will cause a positive refractive index coefficient. (4) 
Depending on the particular glass, the temperature range, or the wave-
lengths involved. either effect may dominate. Several common optical 
glasses do indeed exhibit negative index coefficients at longer wavelengths 
over some of the temperature range of our concern (-50°C to +150°C). It 
has been shown, however, that those glasses with the negative index coeffici-
ents also exhibit the gredtest coefficients of thermal expansion. (5) The 
summed effects of both coefficients for any of the glasses surveyed show 
that no glass has Significant "temperature hardness" improvement over 
fused silica. Although its index coefficient is positive (and essentially 
constant) for all wavelengths over which it is transparent,(6) the 
expansion coefficient of fused silica is extremely small. perhaps the 
lowest of all known materials. The expansion coefficients for other 
glasses are generally much greater. 
For high silica fibers, two major manufacturing techniques are currently 
being used. The more cormlon technique, called "inside vapor phase oxidation", 
involves the chemical vapor deposition of silica and the necessary dopants 
onto the inside of a large silica tube. Essentially, a "preform" is built 
up from the outside by deposition of core materials. Contaminants can 
bE:' controlled down to one part per billion. (7) The alternate chemical vapor 
deposition technique is called "outside vapor phase oxidatlon" and involves 
the deposition of silica and dopants onto a mandrel from the outside. 
12 
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The mandrel is then removed. In either case, the preform is then drawn 
through a furnace, collapsed and pulled into a fiber. 
Several dopants may be used in the manufacture of fibers for an assortment 
of reasons, but the most significant are germanium, boron, and phosphorous. 
Germanium and phosphorous serve to increase the refractive index above 
that of pure s11icai whereas, boron may be used to reduce the refractive 
index. 
Selfoc is distinctly different from the high purity fused silica fibers 
discussed above. Not only is the fiber composition unique, the manufactur-
ing technique utilizes a double crucible in which melted core material is 
held concentric with melted cladding material. As the fiber is drawn from 
the crucibles' nozzle, ions from the two rr~lts tend to diffuse, creating a 
graded index profile. 
Since linear thermal expansion and index of refraction variations are 
bulk properties of the glass which affect all modes of propagation identi-
cally, single-mode fibers would not offer any advantages and therefore were 
not thoroughly investigated. The use of single-mode fibers presents several 
difficulties in the coupling of sufficient optical power and with handling. 
If a single-mode fiber were chosen, a germanium-doped core fiber would be 
recommended because of the large cross-section of pure silica cladding. 
Single mode fibers offer impressive bandwidth characteristics due to 
their inherent lack of intermodal disper3ion, but in general, fiber band-
width effects in multi-mode fibers shou·'d have little effect on the trans-
mitted signal phase. Dispersion will cause the amplitudes of high 
frequency signals to diminish, and thus should always be avoided to main-
tain good signal-to-noise r~tios. The phase should be stable under the 
effects of dispersion (if not excessive) unless the fiber's modal relation-
ships are upset. Thermal variations could potentially cause such an 
upset (see Section 5.1), but the SPS two-way link compensation sch~me 
should minimize these effects. 
13 
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To summarize, modern high-bandwidth communications fibers are readily 
available with attenuation values of less than 10 db/Km and length-band-
width products of several hundred megahertz-kilometers. Such fibers 
are more than adequate for the SPS application, and it is expected that 
limitations at 980 MHz would be due more to emitter and detector res-
ponses. Figure 2.3 summarizes the properties of presently available 
fibers (manufacturer-supplied data) suitable for consideration in the 
SPS application. 
2.1.1 Thermal Effects in Fibers 
Recent results of tests run on bulk glasses and on optical fibers in par-
ticular,(8,9) indicate that all of the high purity fused silica fibers 
will exhibit similar thermal characteristics, essentially identical to 
those of undoped fused silica. 
The coefficient of thermal expansion, ~~T is expected to be close to, but 
slightly greater than that of undoped silica for all fibers, probably in 
the neighborhood of 1 x 10-6 per °C. The coefficient of refractive index, 
~~T is expected to be typically 6 times greater, near 6 x 10-6 per °C. Germanium 
doping appears to have little effect on the thermal coefficients. Boron seems 
to increase the refractive index coefficient. However, it i~ usually not 
used in the core and thus, again, the effects will be small. Attenuation 
and dispersion properties of fibers should not be significantly affected 
by environmental temperature changes. (9, 10) 
It is anticipated that the results from any testing of a high purity silica 
fiber should be similar to those of the initial test on Corning IVPO fibers. 
In that case, it was detennined that: 
~0° = 1.32 x 10- 11 per meter per Hz per °C 
It is further anticipated that the thermal phase variations will be greater 
for the Nippon multi-component fiber,(ll) due mostly to a significantly 
larger thermal expansion coefficient and a nylon buffer. The refractive 
index coefficient may be smaller than that of fused silica. but it is 
14 
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FIBER CORNING 
MANUFACTURER GLASS WORKS 
PRODUCT * 5101 
MINIMUM 
9ANDwIDTH 1 GHz-~ 
MAXIMUM 
AnENUATION 
AT 820 nm 5 db/Km 
MANUFACT. CVD-
TECHNIQUE IVPO 
DOPANTS Ge,B,P 
HUMERICAL 
(.n APERTURE 0. 21 
DIAHE1ERS,-m 2 63,125,138 
BUFFER 
COATING 
LACQUER 
OR ACRYLATE 
AVAILABLE (?) YES 
CHOSEr4 FOR 
TESTS * 
CORNWG 
GLASS WORKS 
5100 
1 GHz-Km 
5 db/Km 
CVD-
OVPO 
Ge,B 
.21 
63,125,138 
LACQUER 
OR ACRYLATE 
YES 
* 
TIMES 
WIRE ANU 
CABLE 
GAl 0-90 
300 MHz-Krn 
10 db/Km 
CVD-
OVPO 
B 
.21 
90,125,200 
FLUORO-
CARBON 
YES 
* 
~ At l~. All others measured on short lengths 
~ core, cladding, coating 
In NIPPON 
EIO PROD. SHEET GLASS CO. VAL TEC 
T-223 
400 '·1Kz-Km 
5 db/Kni 
CVD-
IVPO 
Ge,B,P 
.21 
55,125,500 
GI-60A 
200 MHz-Km 
10 db/KIn 
DOUBLE 
CRUCIBLE 
B,Ge,?? 
.160 
60,150,900 
SIlICOf4E RTV, SILICOr~E RTV, 
HYTREL NYLON 
YES YES 
* 
MG05 
600 HHz-Km 
5 db/KIn 
CVD-
IVPO 
Ge,B,P 
.21 
63,125,225 
SIlICOf4E OR 
UV RESIN 
YES 
GALILEO 
6000A-1 
400 t4Hz-KIn 
6 db/KIn 
CVD-
IVPO 
Ge,B,P 
.21 
63,125,230 
UV RESm 
YES 
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ex~ected that the thermal expansion will dominate to cause a greater total 
effect. rhe phase variations will most likely be greater for plastic-buffer 
fibers. Plastics are typically characterized by very large thermal expansion 
coefficients. It nas been shown (9) that as the buffer expands (or contracts) 
it tends to linearly stretch (or compress) the internal fiber, creating a 
larger effective thermal expansion coefficient. 
2.1.2 Fiber Selection 
The following fibers were procured fur purp·oses of thermai phase testing. 
1. Corning IVPO Graded Index 
This is a high quality IVPO fiber and it represents the state-
of-the-art for its type. 
2. Corning OVPO Graded Index 
This fiber combines the outside vapor phase technique with 
dopants Ge, B. 
3. Times Wire and Cable OVPO Graded Index 
This fiber is an OVPO fiber but is unique in that only B doping 
is used. 
4. Nippon Multi-component Graded Index 
Of Japanese manufacture, this fiber is unique in its multi-
component glass construction. as well as being drawn by the 
double-crucible technique. 
All four of the fibers exhibit adequate bandwidth and attenuation character-
istics for the SPS phase distribution task. 
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Most present fiber optic applications utilize wavelengths in the 800 nm 
to 900 nm range where GaAs emitters and silicon detectors proyide adequate 
optical powers and detector sensitivities. However, it has been shown(ll) 
that silica fibers reach their bandwidth peak and attenuation null in t~e 
1200 nm to ieaO nm wavelength range, and it is expected that em1~ters and de-
tectors in this range ~ill become available in the early 1980's. The 
improvements in bandwidth and attenuation may be of some interest for SPS 
use, but it is expected that there would be little improvement, if any, 
in thermal phase effects due to the fact that the phase-affecting thermal 
coefficients are invariant by choice of wavelength. Further investigation 
is suggested. however, as the new technol~gy matures. 
2.2 EMITTER HlVESTIGATION 
The objectives of the emitter investigation were to determine the ability 
of various sources to be modulated at 980 MHz, and to determine optimum 
biJsing. stabilization. physical configuration. and modulation techniques 
for use at 980 t1Hz. Suitable emitters were to be procured and evaluated 
in a 980 MHz fiber opti~ test link. A single m~de i~jection laser diode 
was chosen for the tests for reasons of high power output, high bandwidth. 
and excellent linearity. 
The most widely used optical S0urces for fiber optic systems are injection 
laser diodes (ILD) and light emitting diodes (LED) which emit in the 
0.8 to 0.9 and 1.2 to 1.6 ~ spectral ranges where the transmission proper-
ties of fibers are superior. Present technology dictates the use of 
devices in the 0.8 to O.9~ region due to progress made with 6aAs devices(12). 
IL:'·s represent the widest possible system utility with high radiance, low 
103s coupling to fibErs, ease of direct modulation to 6Hz rates, small 
size, and potential low cost. Temperature dependence of operating character-
istics for ILD's is high, and thus temperature stabilization is normally 
requ;red. Lifetimes are typically guaranteed to be greater than 10,000 hrs. 
for the 0.8 to 0.9~ devices. 
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LEO's may fulfill many system needs in relatively short or low bandwidth 
links with le~~s restrictive operating conditions than those needed for 
ILO's. They are capable of co~pling powers comparable to lasers into large-
core, step-index, low-bandwidth fibers, modulation rates up to 100 ~~z, 
are small in size, low cost, and offer excellent stability and linearity. 
Recent advanced in InGaAsP have made it possible to construct both ILO's and 
LEO's that operate in the 1.3~ spectral regions, where dispersion and attenu-
ation both attain theoretical minima in silica fibers. (13) Reliability 
of these newer devices is presently poor, but future developments may 
allow the 1.3~ region to become extensively used. 
The devices presently mo~t appropriate for the SPS phase distribution net-
work are GaAs ILO's. operating in the 0.8 to 0.9~ region. The choice 
is based on their high speed of response. high power output, and high coupling 
efficiency with high-bandwidth fibers. The longer wavelength region was 
rejected for this study because of the present reliability problems but 
Should be considered in future investigations. 
Although the impact of diode linearity on phase is not clear. devices which 
operate in a stable, single transverse mode SrlC'lUld be selected because of 
their excellent linearity over a wide r~nge of optical power. Linearity 
is required as the ILD's will be biased at an average value of current and 
linearly modulated about the bias point by the 980 MHz phase reference 
Signal. Also, single mode lasers tend to have narrower ~mission spectra 
which allows higher fiber bandwidths due to reduced material dispersion. 
ILD's typically exhibit sharp resonant peaks in modulation response around 
1 GHz. Response above the peak rolls off very quickly. and thus it is 
imperative that operation be at or below the peak. Operation near the peak 
is not recolTlllended because phase response is expected to change rapidly 
in this region. The IlD frequency response depends on the diode stripe 
width, dopant l~vels. and bias conditions and can be somewhat extended by 
an increase in the bias current. 
18 
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It was diffi elll t to detennine the rel aU ve ability of various manufacturers' 
IlD's to operate at 980 MHz due to an inadequacy of manufacturers' dat!. 
~everal manufacturers indicated that their devices had rise times quaranteed 
~O be less than one nanosecond, bJt were not confident as to the performance 
at 980 MHz. The selection was also based on diode availability, cc,!Ot and 
optical output (pigtail) compatible with high efficiency coupling to high 
bandwidth fibers. 
Nippon Electric Co. (NEC) was selected as the supplier for the laser diodes. 
The devices (NDl-3205P) chosen were singl~ mode, with attached pigtails, 
and were well packaged. The NEC diodes operate at 860 nm and additional 
performance data are included in Figure 2.4. 
2.3 DErECTOR INyESTI~ATI~ 
The objectives of the detector investigation were to determirle the response 
characteristics for various optL 1,1 sensors at 980 MHz, and to detC'rmine 
the optimum biasing, stabilization, physical configuration and termination 
techniques for 980 MHz use. Those detectors which appeared worthy of further 
invpstigation were to be procured and evaluated in a 980 ffiz fiber ol>tic 
test link. An avaldnche photodiode was chosen for the tests for reasons of 
high sensitivity. supm';or speed, and high signal responsivity. Hand-
se1~cted units wel~e procured for the particular SPS 980 MHz requirements. 
The four basic types of photosensors con~idered include photo-emissive, 
n~otovoltaic. photoconductive junction, and photoconductive bulk effect 
t~pes. Practically all fi~er optic sensorS are of the photoconductive 
Junct l o:1 type, repres~nt!>d primarily by ~hotodiodes and phototransistors in 
~,~,ich the "eslst~nce ~\.:ross a semiconductor junction varies as a function 
I')~' th~~ incident 1 :jf,t level. and with appropriate applied bias, a photocurrent 
Is p,·duced. They are generally the fastest in response. and quite linear. 
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Among photoconductive junction devices, photodiodes are most commonly used 
due tc thei r inherently fast response ('\. 1 nanosecond). Be'low 100 K~z, 
phototrans1stors such as photo fEl's offer the greatest potential sensi-
tivity. When properly designed, optical receivers using photo FET's are 
if>:ry stable with temperrAture and power supply variations. 
Photodiodes are usudlly either made of a gainless PiN structure. or of a 
structure wherein avalanche multiplication ta~es place. PIN photodiodes are 
very simple to use, requiring low voltage power supplies and no temperature 
or bias stabilization. Avalanche photodiodes are the fastest and are 
extremely sensitive because signal gain is genera~~d before the noise sources 
of the receiv~r preamplifier. Bias and temperature stabilization is necessary 
for optimum usage, and bias voltages may be as great as 300 volts. PIN 
photodiodes are often suitable for short links where sensitivity is not of 
prime concern. 
Present technology of fibers and emitters {and detectors) dictates that 
the wavelength of operation be in the range of 0.8 to 0.9 u. Silicon detectors 
operate with hi~h efficiency in this region (typically 75%) and thus find the 
most useage. (12) As the technology shifts towards the 1.~region of wave-
length, where silica fibers reach attenuation and dispersion minima, detectors 
will probably be made with InGaAsp.(13) It is expected that the techno'logy 
at 1. 3p wi 11 become aVdilable in the early 1980' s. 
The devices most appropriate for the current SPS phase distribution link 
are silicon ~va1anche photodiodes (APD) due to their superior speed of 
response, low noise per~onmance and high responsivity. Typical gain-bandwidth 
products are in the range of 80 GHz to 100 GHz, and a speed of response 
(bandwidth) and gain (responsivity) may be traded for APO's. A high field 
region 1S required for the gain mechanisms to occur, and generally the 
longer the region, the greater the responsivity. For fast speed, short 
drift times are required which imply st'lorter regions. ~1ost cor.tnercia1 
21 J 
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APO's appear to have thicknesses near 30 ~ which causes a frequency response 
rolloff somewhat below 1 GHz. It is expected that detector phase may be sensi-
tive in the rolloff region. and therefore it is desirable that a diode with 
a thinner junction be selected for the SPS application. 
RCA was chosen as the supplier for the avalanche photodiodes. They were 
willing to hand-select units with junction thicknesses in the neighborhood 
of 15 to 20 p which would guarantee a flat response past 1 GHz. Diode 
responsivity at 800 nm to 900 nm would be only slightly reduced. RCA offers 
a special packagp. for APO's which contain an integrai light pipe. The 
package eliminates the need for fiber pigtailing and, with the aid of an 
RCA-available adapter bushing, a fiber optic connector may mate directly to 
the device. The part number is C30908F. and specification information is 
given in Figure 2.5. 
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3.0 60 MHz THERMAL PHASE SENSITIVITY TESTS 
The objective of the 60 MHz tests was to detennine the relative phase 
sensitivity versus temperature for the four fibers selected through the 
fiber investigation discussed previously. The 60 MHz frequency was used for 
the tests because of the existence of transmitters and receivers in the Boeing 
Fiber Optic Test laboratory. 
The test setup is shown in Figures 3.1 and 3.2. Each fiber was wrapped on 
a separate mandrel and inserted individually into an environmental test 
chamber for testing. A fiber optics transmitter modulated at 60 MHz was 
used to couple the signal into the fiber, and a suitable receiver was used 
at the far end. 
As the temperature was varied (in 25°C increments), the relative phase 
change was monitored by the vector voltmeter. The phase of the 60 MHz 
signal at the transmitter was used as th~ reference signal and any 
phase change in the electrunics was monitored by replacing the test 
fiber with a short (three meter) length fiber held at room temperature. 
The phase change within the electronics in all cases was found to be negli-
gible. typically within one degree during a test cycle. 
The test plan for the 60 MHz tests is attached in Append~x I. The pertinent 
specifica!:ions for the four selected fibers are given in Figures 2.3 and 
3.3 below. Ref-
ractive Att~nu- 8ar.d-
Fiber Manufacturer length Index ati~ width N.A 
1. Corning (I\!PO) 303m 1.47 3.9 db/Km 870 MHz-Km 0.218 
2. Corning (OVPO) 1060m 1.47 4.0 db/Km 1400 MHz-Km 0.204 
3. Times Wi re and 202,n 1.46 6.0 db/Km 291 ~1Hz-Km 0.170 
Cable 
4. Nippon Glass 324m Data 7.0 db/Km Data not Data.riot 
"Selfoc" not suppl ied supplied 
supplied 
Figure 3.3 Specifications of Test Fibers 
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The specifications for the remainder of the test setup are given below: 
Transmi tter 
Emitter - RCA C30130 Injection Laser Diode, A1GaAs 
Wavelength - 820 nm 
Optical Power - 620 microwatts average 
Modulation Source - HP 8660 Frequency Synthesizer, 60 MHz 
Receiver 
Detector - Texas Instruments TIXL 56 APD with Pigtail 
Sens i ti vity - < 10 nw for 20 dB SNR 
Environmental Test Chamber - Delta Design, Model #5708 
3.1 TEST RESULTS 
The measured relative phase change for the four fibers is shown in Figure 
3.4. The ordinate is scaled on a per Hz and per meter basis such that 
the absolute value of phase change may be dett:tmined for any length fiber 
at any frequency of use. 
The results for the two Corning fibers are nearly identical and ai'l roach 
the results expected for pure fused silica. Figure 3.5 shows the data for 
the two Corning fibers plotted on an expanded scale. 
It was anticipated the "Selfoc" would be t:,e most ~ensitive to temperature 
due tc its multi-component structure. However, the majority of the differ-
ences o~e best explained by the thermal effects of the various buffer coat-
ings used. The Corning fibers use a very thin acetate lacquer layer for a 
buffer, but both the "Selfoc" fiber and the sample from Times I~ire and Cable 
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use a thicker silicone buffer coated with a layer of a thermo-plastic 
which expands or contracts greatly with temperature changes. This fact 
becomes obvious if we consider that the fiber from Times is highly similar 
to the Corning fibers in both composition and manufacturing process. The 
additional plastic buffer coatings act to "stretr.h" or "compress" the 
fiber, causing a larger phase variation.(9) 
It is also interesting to note that the signal throughput was lost at low 
temperatures for the Selfoc fiber. This effect is probably caused by 
severe microbending due to the contraction of the buffer coatings. Micro-
bending causes the propagation modes to be coupled to radiation modes and 
to be lost from the fiber core. The Times Wire and Cable fiber was not 
tested above 115°C (as suggested by the manufacturer) to ensure that the 
Hytrel buffer would not melt. The dashed lines in Figure 3.4 are pre-
dictions of results at the temperature extremes so that the four fibers may 
be better compared. 
It is clear that a proper choice of buffer coating is important for the 
SPS application. A buffer coating is necessary to protect the fiber proper 
from chemical contaminants and to prevent the introduction of nicks or 
scratches to the glass. The heavier, plastic buffers are perhaps better 
for fiber protection, but obviously impose serious effects on the phase proper-
ties. Similarly, cabling processes which extrude a tight plastic jacket onto 
the glass should be avoided. The Siecor Co. uses fibers manufactured by 
Corning and USE'S a "loose tube" approach in which the actual fiber fonns a 
very sloppy, loose fit within the jacket. This scheme allows some independence 
between the jacket and the fiber, thereby creating less of a potential phase 
change problem. One significant conclusion of this study is the fact that 
the entire buffer/cabling question is significant with respect to the SPS 
phase control application and deserves as much attention as the choice of 
the fiber itself. 
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The Corning IVPO fiber is the least sensitive to temperature. The equation 
for phase change, 6S given earlier, is: 
1l"0 = 360 f mod 
c 
n1 (dn + dt ) LIT ;;err 1dT 
The terms inside the brackets represent the fract10na1 change of refractive 
index with temperature, and the fractional change of length with temperature, 
respectively. Over the temperature range involved. the test showed that: 
(dn + dt ) = 7.494 x 10-6 r.er °C. 
ndT "fcii " expo 
Previously run tests at Corning on IVPO fibers to determine the temperature 
coefficient of 1 inear expansion indicate that: ~~T = 1.75 x 10-6 per °C. 
The refractive index of fused silica (14) is expected to vary as: 
d~T = 5.6 x 10-6 per °C over the temperature range of interest. Adding 
~he above two terms gives a predicted value,' ~~~T + ~~T) = 7.35 x 10-6 per °C. 
which checks cosely the experimentally measured figure of 7.494 x 10-6 per °C. 
The results for Corning's OVPO fiber are similar. The more complex analyses 
for plastic-buffered fibers are dealt with in Reference 8. 
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4. 0 980 MHz L I ~!K DES I..§!! 
To facil itate evaluation of the fiber optic links at NASA-JSC. an attempt 
was made in the design to phas~ match the two links operating in the oppos irlg 
direction. The effort in this section was to design such a dual link which 
wuuld con~ist of the source and detector modules used together with labora-
tory equipment such that this condition could be met. Another design goal 
for the 980 MHz link was to develop simple. yet effective Signal coupling 
schemes for the emitters and det~ctors which are described in this section. 
4.1 EMITTER MODULE DESIGN 
The approach chosen for tile emitter module is illustrated in Figure 4.1. 
According to manufacturers, th~ input impedan:e of an injection laser diode 
is approximately 2 tv 3 ohms of resistance in series with a few ohms of 
reactance. with both value~ depende~t ~n drive and bias levelS. Thus, the 
USE: of an impedance matchillg scheme, such as a transfonner, a cavity resonator, 
or stl'ipline network. is questionable because (1). the impedance se~n by 
the 50 ohm drivin~ source would not be constant and (2), the drivp current 
into the laser diode would not be linear with drive levels. This situa~ion 
wou1a create a non-linear optical waveform due to the direct relationship 
between optical power and instantaneous drive current. 
The method shown in Figure 4.1 uses the 47 ohm resistor (specifically 
chosen for hi gh freq'Jency use) to swamp out the effects of the va ry'i ng 
diode impedance. It causes approximatp.ly 50 ohm~ to be seen by the driver 
at all times, and it also aids in converting the driver output to a current 
source as requi red by the di ode for 1 i nearity. The 47 ohm res i s tor reduces 
efficiency. but for this study, the loss of efficiency when weighed against 
the simplicity and effectiveness of this technique. was determined to be 
insignificant. 
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The DC bias is coupled to th2 laser diode through a quarter-wave microstri9 
which is AC short~d to ground at the far end from the diode. Ideally, the 
impedance seen on any transmission l1ne at a p01nt one quarter of a wave-
length from a short will appi'oach infini ty, which would, therefore, not 
impose any loading on the 980 ~~z signal paths. 
The ~ropagation delay of a microstrip line may be calculated ~y(15): 
tAd = 1.017 {o.475 er + 0.67 ns/ft. 
The propagation delay for the line is de~ender.t only on the dielectric 
constant of the circuit board and lIot on the iine width or board thickness. 
For the fiberglass epoxy boards used, e ... 5 and the propagation delay of 
r 
the microstrip line ;s found to be 1.;1 ns/ft. The time required for one 
qua rter-Wd ve of a 980 MHz signa 1 .j s : 
tx/: 1 6 Z 2.551 x 10-10 seconds Therefore. the length of 
. 4 4 x 980 x 10 2 -10 
the microstrip line become~: ~: .551 x 1~9 : 0.1441 ft. = 1.73 inches. 
1.77 x 10 
High frequency "chip" capacitors were used for the AC line shorting and 
also for coupling the AC Signal from the driver to the diode. 
It is important thai the injection laser diode be stabilized against 
temperature variations. A laser diode's thre~no1d current knee is a strong 
function of temperature (typically 1 ma per (:). and if the temperaturp is 
allowed to vary, the optical output will vary excessively, possibly leading 
to diode destruction. Thermal stability is also required to keep the emitting 
wavelength (.25nm per °C) within set limits in order not to exceed phase 
errors due to refractive inG~x changes in the fiber with wavelength changes. 
Between 800 nm and 1.000 nm. the refractive index for fused silica 
varies approximately - 1.5 x 10-3 per nm. By mathematically combining 
the effects. for every degree of temperature change of the laser diode. 
~~ = 4.5 0 per Km of fiber per degree C. 
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Temperature stlt1lity fur the diode was achieved by mounting it together 
with a thermoelectric ,ooler unit in a thennal feedback loop and attaching 
the entire assembly to a heat sink. A schematic of the cooler circuitry is 
shown by Figure 4.2. Thp. heat sink also serves as the front panel for the 
emitter modules and all of the interfaces are mounted through it. Details 
of the packaged emitter module, with the bias inputs at the top, the 
fi ber opt i c connect 1 on (1ower 1 eft) and the RF 1 nput connect i on (lower 
right) dre s~own ir. Figure 4.3, with the internal view given in Figure 4.4. 
The thermoelectric cooler PC board is mounted on the right side, while 
thp. ILD driver ~C board is on the left side. The cooier unit is mounted 
Dehind the laser. The laser pigtail was tenminated with a fiber optic 
connector, looped around. and fed into a bulkhead feedthrough connector 
mountad in the heat sink. Package drawings are contained in Appendix II. 
4.2 DETECTOR MODUL~ DESIGN 
The approach chosen for the detector signal coupling sche~ is illustrated 
schemat;cally by Figure 4.1. Avalanche photodiodes are best fIlcdeled as 
high impedance current sources in parallel with a few picofarads of 
capacitance. As such, true impedance matching techniques would be diffi-
cult to implement and would most likely be more lossy than beneficial. 
In the approach used, the s;gnal photocurrent 1s coupled through a DC 
blocking capacitor directly into the (50 ohm) input impedance of the preamp. 
The current x impedance product is a voltage which is then amplified. This 
scheme has been the most successful at lower frequencie~, is actu~lly the 
least noisy, and should provide the best performance at 980 r~tlz, particulariy 
in a Single frequency application. This eliminates any difficulties 
created by a frequency d~pendent input impedance. 
35 
+5V 
-5V 
J 
7.SK 
lK 
7.SK 
o 18()..25888-1 
0.1 ~f 
~22."0.,,K ___ '----'. '-___ " ~ 
Tr~ 
ILl." 
0.4S1 
I O"l~f 
MARLOW INDUSTRIES MI-1022 
TH, #3lA2 THERMISTOR, lKn @ 2SoC 
Ie, NATIONAL LH0021 CK 
FIGURE 4.2 INJECTION LASER DIODE THERMOELECTRIC COOLER SCHEMATIC 
36 
TEC 
1 
I 
I 
( 
} : , 
i : 
! 
I 
1 
l) 180-25888-1 
3 
.p GINA L PAGE IS 
,. POOR QUALITY 
w 
W 
-.J 
:::J 
o 
o 
.... -
. 
(V') 
. 
'C:1" 
W 
~ 
:::J 
<.!) 
u.. 
, 
" 
o 
o 
c: 
r-
,." 
r-
I I 0-25 88-1 
• 
38 
0180-25888-1 
The DC bias for th·~ detector was coupled through a quarter-wave microstrip 
in a fashiorl identical to that used for the emitter module. A 100 k ohm 
resistor was rc;ed in series with the bias supply to limit the photocurrent 
and, hence, the detector power dissipation. The continuous power rating 
for the APD1s is 100 milliwatts and if, for example, the APD was biased at 
180 volts and had a responsivity near 100 amps per watt, an optical power 
level as small as 5 microwatts could cause burnout from excessive dissipation. 
With the same 180 volt bias source and the 100 k ohm resistor in place, the 
maximum possible detector dissipation is 90 milliwatts, regardless of optical 
power. The DC photocurrent produced in the APD by the incident light will 
flow through the resistor which will create a voltage drop and thereby 
reduce the bias (and the gain) of the j:d~, 
RCA 30908E 1s were used in the detector module largely because of the convenience 
of the integral light pipes which allowed simplified coupling to the fiber 
optic cables. Figure 4.5 is a perspective view showing the fiber optic 
connector at the right side, the RF output exiting the left end of the 
module, and the high voltage bias wires trailing from the far end. Figure 
4.6 shows an open-box view with the APD mounted through the box at the top 
of the picture. The RF output port is at the left end and the bias inputs 
at the righr end of the box. A largp. 0.1 uf capacitor dominates the photo-
graph. 
4.3 FiBER OPTIC CABLE AND CONNECTOR SELECTION 
Based on the results of the thermal tests, the Corning fibers are an obviolls 
choice for the 980 MHz tests. Siecor Cables use Corning fibers in their 
product line. and although the IVPO fiber was slightly less sensitive to 
phase change than the OVPO fiber, OVPO fiber was purchased because of sub-
stantial lead-time and cost savings. Siecor offers a strengthened two-fiber 
cable using the loose-tube approach discussed in Section 3.3, and the cable 
construction is shown in Figure 4.7. The cable (#222) uses fibers speci-
fied with attenuation of less than 6 db/Km and a bandwidth greater than 
400 MHz-Km. For a link length of 200 meters, the signal response will be 
down less than 1 db at 980 MHz. 
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Amphenol connectors were ch~sen for the SPS link because of familiarity and 
generally good results in previous applications. Connections are normally 
less than 2 db of loss and very rugged and repeatable (with proper cleaning 
precautions). The part number is #906-110-5005. 
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5.0 980 MHz ONE-WAY LINK TESTS 
The 980 MHz tests were intended to evaluate fiber optic emitters and detectors 
at room temperature for signal throughput. modulation depth and sensitivity, 
and to investigate various effects in an optical fiber due to temperature 
variations. The effects included propagation delay (phase sensitivity). 
attenuation, and bandwidth changes. The tests employed one each of the 
emitter and ~~tector modules constructed for the 980 MHz two-way link and 
the fiber selected was Corning IVPO fiber used in the 60 r·1Hz thermal tests. 
The detailed test plans are attached in Appendix I. The emitter module 
was driven through a short length of high-frequency coaxial cable by a frequency 
synthes i zer set to 980 ~1Hz. The tes t fi ber was placed in an envi ronmenta 1 
chamber and coupled to the detector module which was in turn connected to 
a small 50 ohm preamplifier. Current meters were used to monitor the 
emitter and detector bias currents. The 980 MHz source and the environmental 
chamber were the same units that were employed in the 60 '·1Hz tests. 
5.1 TEST RESULTS 
I~easurements of phase delay and attenuation were conducted at a fixed room 
temperat:.:;-c {~ection 7) and at a variable temperature. The output vol tage 
waveforms were monitored using a sampling oscilloscope and the trace was 
stable and clean throughout the entire test procedure. The basic test 
setup is depicted in FiQure 5.1 which also indicates the optical and 
electrical Signal l~vels used for the test. 
The 980 MHz phase versus temperature test was run according to the test 
plan and the results are plotted in Figure 5.2 on a per Hz and per meter 
basis. Also plotted are the data points for the same fiber measured at 
60 MHz, which lie on an identical curve. Clearly frequency scaling within 
the specified bandwidth product (~ 1 GHz-Km) is valid. 
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The identical results at the two frequencies St~l from the fact that linear 
thennal expansion aild index of refraction variation are bulk properties 
of the fi ber. affect; n9 4 n propagat i on modes equally. Each effect serve~ 
to introduce a change in the time for the light to travel through the fiber, 
causing the phase to change according to: 
Where: 
~~o = phase change, in degrees 
~t = change in fiber propagation time due to a temperature change 
f = modulation frequency (980 MHz, etc.) 
The fiber will transmit different wavelengths of light at different 
~~!o~iii~~ due to variations of refractive index with wavelength, but any 
effects due to 'iideballd generation are insignificant because the modulation 
frequencies are !lO far below that of the optical frequency (fo= e/"o = 3.49 
x 1014 Hz). In both cases, negligible hysteres'is between 
increasing and decreasing temperature cycles was observed, so long as 
adequate time to obtain thenilal equilibrium was allowed. 
The 980 MHz attenuation versus temperature tests were run according to the 
test plan except that the electrical output out of the detector and the 
optical incident power level were recorded simultaneously. thereby allowing 
a more valid comparison. Optical power could be measured directly by 
removing the fiber end from the detector module and inserting it into the 
photometer head (and vice versa), but connector repeatability may introduce 
inaccuracies. An alternate solution, and the one utilized, was to monitor 
the DC current from the detector module high voltage suppiy. The DC current 
was used directly as a rileasure of small changes in optical power (~ 10%) t 
since it is actually the average photocurrent produced by the average optical 
power. The relationship between the DC current and the incident optical 
power was determined at room temperature, and all other optical powers 
were calculated proportionally. 
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The test results are plotted in Figure 5.3. 
The lower curve shows a ne~iligib1e vari,ation of t~e transmitted optical power 
with temperature. The power was measured to be continually between 227 and 
229 microwatts, which is less than 1% total change and is within test equip-
ment accuracy. It can thus be concluded that the fiber optical attenuation 
is constant over the temperature range of the tests. 
The upper curve shows the response of the 11 Ik at gaO MHz. The ordinate 
shows the rms voltage at 980 MHz measured out of the preamp with the vector 
voltmeter. The difference between the lower curve and thf' upper curve gives 
an indication of the effects of temperat~rP. on the bandwidth. ~ slight 
rolloff can be seen between O°C and -50°C. The bandwidth is not affected 
between O°C and +50°C, but above 50°C a drop in response is again observed, 
witt. the curve flattening t)ut again towards +150°C. 
The full explanation of the effects is not yet cleari a possible explanation 
may arise ir that as the refractive index varies with temperature, the 
precisely controlled index grading may be disturbed which, in turn. may 
reduce the bandwidth. t"urther study is j-ecorr.mended. 
The exact relat~onship between the fiber length and its frequency response 
is a complex subj~ct. (12) Frequently it is assumed that the fiber length 
times its 3 db frequency response roll-off point is a constant. This constant 
for the test fiber (measured by Corning) at room temperature is 870 MHz-KID 
which implies that the response at 980 MHz for 1 KID will be 3.56 db below 
the response at low frequencies. This value must be added to the normal 
optical attenuation f19\,;~~ ( 3.9 db/Km) to obtain the actual 980 r'1Hz 
component attenuation value of ' 16 db/Km. An additional loss (Fig. 5.3) 
is observed at higher temperatures, approximately equal to 0.45 db, which 
for a constant length-bandwidth product translates to 1.48 db/Km. 
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6.0 980 MHz TWO-WAY LINK DEVELOPMENT 
The two-way link develo~~ent involved three tasks: 
(I) Determinawion of the optimum operating conditions for each emitter 
module, including bias and drive levels. 
(2) Determination of the optimum operating conditions for each 
detector module, including bias and optical input power levels. 
(3) Phase-matching of the two links )y adjusting the fiber lengths 
to within ~ 90° at 980 MHz; however, the links were successfully 
matched to + 10°. 
6.1 EMITTER OPERATING CONDITIONS 
To accomplish thermal stabilization of the pmitter module, a thermistor is 
used as a sensor in an active feedback '~op and the potentiometer gives 
the ability to set the diode standard temperature to a desired value. The 
temperature value used is not critical, but does have an effect on the bias 
requirements and wavelength of operation. Since neither has much system 
significance, the tempe~atures were arbitrarily set to 20oC. 
The NEC supplied data of optical power versus bias current at 23°C for each of 
the laser diodes was replotted in Figure 6.1 at the reduced temperature of 20oC. 
For a fixed value of bias cu"rent, a small change in temperature can have a 
large effect on the optical output power validating the need for thermal 
stabilization. 
The linear portion of the curves ahove the threshold knee represents the 
range in which the devices are operated. The mid-points for each of the 
curves is indicated and correspond to the current levels for the DC bias 
for normal sinusoidal modulation. It was determined, hO\,/ever, that a slight 
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bias current increase served to extend the lasers' frequency res~onse such 
that the resonance peaks were pushed farther away from 980 MHz. Phase 
transmission was found to be more stable, and the selected current values 
are also indicated on the curves. The crosses at the upper ends of the 
curves represent the peak power output points as recommended by NEC for 
long device lifetimes. 
For each device, the maximum modulation signal was determined by varying 
the signal swing magnitude and concurrently monitoring the optical output 
power. Maximum modulation was attained when a sudden increase was observed 
in the average optical power reading, implying that the laser was being 
driven into cut-off on the negative AC current peaks. For emitter module 
# 96-21-29 the rms voltage applied should be less than 0.7 volts; whereas, the 
maximum applied voltage for emitter # 96-21-13 is 0.8 volts rms. 
The above empirical values may be compared to values obtained by graphical 
analyses. For both ILD's, the peak current swing from the bias point to 
the cut-off point is 14 ma which becomes 0.70 volts peak required at the 
50 ohm input terminals to the modules, or 0.5 volts rms. The discrepancy 
is not presently understood, but clearly some overdrive is allowed, implying 
that the AC slope is more horizontal than the plotted DC bias curve slope. 
Further investigation is suggested. The DC bias current and, to a lesser 
extent, 980 MHz drive levels, both affect the phase lag through the emitter 
mrJdules. Measured data are discussed 1n Sf:ction 7.2. 
6.2 DETECTOR OPERATING CONDITIONS 
Pertinent test data which were supplied by RCA for each avalanche photo-
detectors are given in Figure 6.2. A value for breakdown volt~ge is 
listed for each device, above which excess shot noise is observed. For 
Diode # 0223, the selected bias value was 175 volts, and for Diode # 0225 
it was 180 volts. The actual bias voltages app1ied to the detector will 
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TYPE : C309Q8F 
SERIAL 110: 0 , 2 l 
• TEST DATA AT 220C 
. OPERATING VOLTAGE __ :--_ ... L,,,,,,7..101J~ ___ VOLTS 
BREAKDOWN VOLTAGE I 7 B VOLTS 
DARK CURRENT " flAIl) AMPS 
RESPONSIVITY 7"7 AHPSIWATT AT ..e.J.Q. "., 
No I Sl CURRENT ,,!!' 10-13 AtfSlHts 
RISETIME ------...;;.(.-• ..;;;5~_--..JNANOSECONDS 
• FOR TYPES C30903E THROUGH C30908E THE 
OPTICAL MEASUREMENTS ARE REFERRED TO 
RADIATION FALLING ON THE INPUT OF THE 
LfSHT PIPE. 
TYPE: CmQ03f 
SERIAL rlO: a :2 RS 
• lEST DATA AI 22°t 
OPERATING VvLTAGE -_:--_,r.../ ... 7 .1.1 ____ VOLTS 
BREAKDOWN VOLTAGE IR'l VOLTS 
DARK CURRENT It llAlIO AMPS 
RESPONSIVITY 77 AMPS/WATT AT J!l.Q.. ru·, 
tlo I SE CURRENT a. lC 10-13 Ar1PS/HZIJ 
RI SElIHE - __ .(.-• ...;:5~ ____ NANOSECONDS 
• FOR TYPES C30903E niROUGH C30908E THE 
OPTICAL MEA~~REHEN'!"'j ARE REFERRED TO 
RADIATION FALLING ON THE INPUT OF THE 
LIGHT PIPE. 
DATEe,>ftiI:: : 
FIGURE 6.2. AVALANCHE PHOTODIODE BIAS DATA 
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always be l~ss than the supply voltages due to the action of the 100 K ohm 
;Aesistors and will vary as the incident light level varies. The bias 
will affect the width of the internal depletion region which will, therefore, 
alte~ the diodes' drift rates and the system frequency response. A roll-off 
in frequency response will have a detrimental effect on ohase lag, and there-
fore, should be beyond 980 MHz. A high value of bias is required for extended 
frequency response, and the selected approach was to limit the incident 
optical power by inserting small spacers inside the connectors of the emitter 
modules. 
Tests were run to determine the effect of varying the incident optical power 
on the phase delay. The test setup was configured as in Figure 6.3 and the 
critical data points are recorded in Figure 6.4. As a compromise between 
operating in the flatter t'egions of the curves and good signal-to-!'loise ratios, 
the decision was made to adjust the optical powers c~ose to the indicated 
peak response points. With optical powers greater than these values, the 
rms output voltages began to decrease in amplitude due to the reduced frequency 
response effects discussed above, even though the input signal was actually 
stronger. The phase sensitivity above the peak response points is also obvious. 
The emitter-detector pairing was as shown in Figure 6.5. After the spacers were 
inserted into the respective emitter module fiber optic connectors, the actual 
values of incident optical powers and DC photocurrents were: 
Detector 
---
#0223 
#0225 
DC Current 
0.39 ma 
0.39 rna 
Incident Optical Power 
82 microwatts 
73 microwatts 
If the 980 MHz signal source was removed from the emitter modules, only 
noise should remain at the detector outputs. However, in both cases, the 
noise power was insufficient to be measured directly with the RF power meter. 
Using detector module #0223 as an example, a mathematical noise analysis can 
be perfonned. 
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Assume that the APD quantum efficiency is 75% and that the coupling 
efficiency of the fiber to the detector surface through the light pipe is 
50%. The DC responsivity is given as: 
n n Gq ~ 
R :- c ~c' = amps per watt 
Where R = APD responsivity 
n = coupling efficiency 
c 
nq= quantum efficiency 
G = internal avalanche gain 
q = the electronic charge (1.6 x 10-19con1) 
A = optical wavelength (860 nm) 
h = Planck's constant (6.625 x 10-34 ) 
c = speed of light in a vacuum (3 x 108 meters/sec) 
By insertion of the given values, R = 0.26 G amps per watt. The measured value 
for R is given by taking the quotient of the DC photocurrent and the incident 
optical power: R = 0.39 x 10-3 = 4.76 amps per watt, and, therefore, the 
82 x 10-6 
avalanche gain, G = 18.3. 
The post-detection amplifier used in the tests had a gain of 26 db, and a noise 
figure of 5 db at 50 ohms. A filter followed the preamp which had a noise 
bandwidth of approximately 50 MHz, centered at 980 MHz. 
If a preamp is said to have a noise figure of 5 db at 50 ohms, it is implied 
that its output noise power, if referred back to the input, is 3.16 times the 
noise power of a 50 ohm resistor when that 50 ohm resistor is connected as 
its source. If we assume that the preamplifier's noise is independent of 
source impedance, t~~n, since noise powers add, the amplifier's output noise, 
if referred to the input when the res is tor is rer.lOved, becomes 2.15 times 
the noise power of a 50 ohm resistor. At room temperature, 290o K, the mean 
square noise current for a 50 ohm resistor (Johnson noise) is given as: 
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where <1502>= mean square 50 ohm noise current, amps2 
k = Boltzmann's constant = 1.38 x 10.23 
T = 290 0 Kelvin 
~f = noise equivalent bandwidth (50 MHz) 
and, therefore, the preamplifier noise current becomes: 
When a DC current flows through a semiconductor junction, such as an ADP, 
a shot noise is created; also due to some randomness in the avalanche gain 
mechanisms, excess noise is also generated. Emp1rically,(16) it has been 
determined that this noise contribution can accurately be modeled as: 
whet'e: 
. 2 2 I Gl .5 f 2 <'ph > = q ph ~ amps 
<iph2> = mean square phctocurrent noise 
Iph = DC photocurrent = 0.39 ma 
and inserting values yields: <i ph£> = 4.885 x 10.
13 amps2. 
The noise term due to dark current is included in the effects of the measured 
DC phot~current. Summing the mean square noise terms gives the total noise 
referred to the amplifier input as <iT2> = <iph2> + <ia2> • 5.231 x 10-13 amps2 
The noise power into 50 ohms after an amplification of 26 db becomes: 
PN = <i/> . 50 . 26db = 1.041 x 10-
8 watts. The noise value of the 980 MHz 
signal component at the same p0int, measured with an RF power meter, was 
6.370 x 10-4 watts. Therefore, the signal-to-noise ratio is calculated as: 
SNR = 6.370 x 10-4 = 6.118 x 104 = 47.9 db (Detector '0223). 
1.041 x 10-8 
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A similar analysis for detector 10225 yields: SNR· 6.970 x 10-4 • 5.686 x 104 = 
-8 47.55 db. 1.226 x 10 
It is possible to calculate the AC efficiency product for each emitter-
detector pair. If the AC efficiency product was unity, then the peak 
AC current value out of the detector would be equal to the DC photocurrent, 
provided the tiark cl,;rrent was negligible. If the measured output powers are 
referred back to the detector module output by the preamplifier gain (26 db) 
and converted to AC current values into 50 ohms, it is found that: 
iAC (rms) = 1.780 x 10-4 amps (Detector #0223) 
i AC (rms) = 1.871 x 10-
4 amps (Detector #0225) 
~lultip1ying each value by {2 gives the sinusiudal peak value for each: 
iAC (peak) = 2.530 x 10-4 amps (Detector #0223) 
-4 i AC (peak) = 2.646 x 10 alnps (Detector #0225) 
and, thus, the emitter-detector efficiency products are seen to be: 
0.253 ma = 64.9% (Detector #0223) 
0.390 ma 
and 0.2646 ma = 67.8% (Detector #0225) 
0.390 . rna 
which are felt to be excellent figures at 980 '·1Hz. It is poss1ble to increase 
the efficiencies even more {at the expense of a small amount of harmonic 
distortion} if the emitter RF drives are increased. The effects of fiber 
bandwidth also playa role in the efficiency term. At this time, the 
tools for distinguishing the various effects are not available. The effect 
of bias on detector phase change is discussed in Section 7. 
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6.3 980 MHz DUAL LINK PHASE MATCHING 
Experimertal measurements of total link phase delay indicated a significant 
phase mismatch between the two links. By using a common fiber and detector, 
it was found that Emitter Module #96-21-13 lagged Emitter Module #96-21-29 
by approximately 50° at 980 MH2. This was higher than expected, but the 
difference was stable. It was also determined that one of the fibers in 
the two-fiber cable was optically shorter, even though their physical 
lengths appeared to be identical. As a consequence. the optically shorter 
fiber (designated as Fiber #1) was used with Emitter #96-21-13 in the link 
to provide some compensation for effects. Th~ phase difference between 
the detector modules was measured to be only about 10°. 
The dual links were configured into the test setup shown by Figure 6.5. 
By decreasing the RF frequency, it was found that the phase difference 
traveled through zero degrees at approximately 300 ~'Hz intervals. This 
implied a path length difference of ~ • 3.27 wavelengths at 980 MHz. 
Phase matching of the two links flas accomplished by physically trir.lning 
the lengths of the two fibers. The calculated physical wavelength for 
one 980 MHz cycle (360°) is 8.2 inches along a fiber. Three wavelengths 
(~24 inches) were cut from the optically longer fiber, thereby causing 
the phase difference to monotonically approach zero degrees with decreasing 
frequency. At this point, the final length cut was determined by the 
formula: L ==.....L C (meters). where., :: the measured phase 
360 n 980 MHz 
difference in degrees. After two attempts, the technique proved successful I 
and the fibers were terminated. The final apparent length difference was 26.S 
inches. and the phase difference between the two links was, to within test 
equipment tolerances. less than + 10° at 980 MHz. Fiber 12 appears ~hysically 
shorter. 
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The total length of the Siecor cable is approximately 250 meters, and thus 
the percent 1ifference in length is 0.27%. The difference could be explained 
by imbalances in the cabling process, such as a difference in fiber tension 
as the fibers were reeled off their spools. The cable uses a loose-tube 
construction and it is conceivable that one of the fibers was pulled fairly 
straight, whereas the other was laid in a helical fashion causing it 
to appear shorter. It is also possible that a difference in refractive index 
ex is ts between the two fi bers. NOl:1i na 11y, the core index va 1 ue is equa 1 
to 1.470, and if,for example, the dopant process was upset, an index in the 
second fiber of 1.474 could cause the required length difference. According 
to Corning, such a difference is not likely, but is possible. Realistically, 
the difference is probably best explained by a combination of the two factors. 
The phase discrepancy between the two emitter modules is not clearly understood 
at this time. However, a suggested explanation stems from the observation 
that the resonance frequency points for the two ILD's were different. The 
resonance frequency for Emitter Module #96-21-13 was appreciably lower than that 
of Emitter Module 196-21-29 and not ,nuch greater than 980 MHz (.1 GHz). 
Phase sensitivity is expected to be high in thh region. In addition, a s1ight 
physical length mismatch may exist between the two ILD fiber pigtails. 
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7.0 980 MHz TWO-WAY LWK CHARACTERISTICS 
This section describes all of the bias and drive level requirements, input 
and output optical power levels and input and output RF power measurements. 
In addition, data are plotted for phase variation versus em1tter bias, 
emitter RF drive, and detector bias. The link characterization test setup 
is shown in Figure 7.1 which ~hows the link, the vector voltmeter, the 
RF source. and the necessary power supplies and parameter measurement 
instruments. 
7.1 WPUT ArID OUTPUT LEVEL SPECIFICATIONS 
The 980 MHz two-way link test setup is described in Figure 6.5. All of 
the pertinent operating characteristics are sho~m in Figure 7.2. It is 
suggested that the emitter bias currents, detector bias voltages, and emitter 
RF power inputs be as close to the chart figures as is possible in order to 
maintain the phase match and close balance between detector RF power outputs. 
The thermoelectric coolers may alternate between cooling (positive supply 
current) and heating (negative supply current) for a short period after 
turn-on or if the injection laser diodes are not biased on and there is 
no heat load. Immediately upon turn-on there will be a large cooli~q current 
surge which will last for a few seconds and then subside to normal conditions. 
It is recommended that the lasers never be operated while the coolers are 
not functioning. 
7.2 PHASE MISMATCH VERSUS INPUT PARAMETERS 
In order to determine the link-to-Hnk phase mismatch variations which can 
be tolerated in the SPS path length compensatiLn scheme, the phase delay 
through the link as a function of input bias and drive parameters was 
measured. In each case, all other parameters were held at their nominal 
values as given in Figure 7.2. Emitter bias was by far the most sensitive 
parameter (Figure 7.3), a"d therefore, extra efforts should be taken 
to assure th~: the bias currents match the suggested values. 
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Er~ITTER ~10DULE CHARACTERISTICS 
DC Bias DC Bias RF PoW'!r 
Current Voltage Input @ 50 n 
72 rna +5.7 volts 6.4 11M 
87 rna +6.5 volts 6.9 11M 
DETECTOR MODULE CHARACTERISTICS 
DC Bias 
Voltage 
+175 volts 
+180 volts 
Optical DC 
Power In Photocurrent 
82 microwatts 0.39 rna 
73 rnicrowatts 0.39 rna 
THERMOELECTRIC COOLER REQUIREMENTS 
(WITH HUTTER MODULES) 
DC Bias 
Volta,ge 
DC Bias 
Current @ 72°r-
Optical 
Power Out 
650 microwatts 
580 rnicrowatts 
RF Power 
Output (} sen 
1.6 mi 11 iwatts 
1.75 rnilliwatts 
+5 volts 
-5 volts 
0.2 amps each at steady state 
<100 rna each at steady state 
FIGURE 7.2 ~80 MHz THO-WAY LIUK OPERATII~G CHARACTERISTICS 
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Detector bias, when varied as in Figure 7.4, showed little effect until 
it dropped below 160 volts in both cases. Operation much above the suggested 
values is discouraged because of the possibility of destruction of the 
APD's. Emitter RF drive (980 MHz), as plotted in Figure 7.5, had little 
effect on phase, but it is recommended that high drive levels be maintained 
to ensure good receivc- signal-to-noise ratios. 
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DETECTOR #0225 
155 160 16!> 170 175 180 185 
DETECTOR BIAS, volts 
DETECTOR #0223 
155 160 165 170 175 180 
DETECTOR BIAS, volts 
FIGURE 7.4. PHASE MISMATCH VS DETECTOR BIAS 
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8. a COI~CLUSIONS AHD REcor~r"EfIDATIOr'jS 
The feasibility of transmitting a 980 ~1Hz phase signal along a fiber optic 
link has been successfully demonstrated. The transmitted phase signal was 
stable and exceptionally strong and clear and no difficulty should arise 
in its use as a control signal. Also, a nearly identical return link WQ~ 
built with an equal optical path length so that the received infonmation 
of the first link may be returned to the source VCO for any required phase 
correction. 
During the study, however, several questions arose which need investigation 
before a fiber optic design approach can be confidently adopted for the 
SPS phase distribution application. 
(1) Fiber Optic Cable Considerations 
To phase-~atch the dual link developed within this study, an apparent 
physical length difference of 0.3% was required between the two fibers. 
Since the concept of the dual link requires that the path lengths be 
matched to some degree for proper compensation, the question arises as to 
fiber-to-·fiber phase match requirements for proper path length compensation. 
Ideally, the two fibers should be identical not only in optical but in physical 
length so that the fibers will see the same environment along any incremental 
length and thus, provide a~~urate tracking. 
The ramifications of the dissimilar fiber problem for the SPS application are 
not clear at this time, and further study is required. If the problem is 
found to be seriuus, special coordinated efforts are needed with a fiber 
cabling company to assure that matching requirements are met. It may be 
necessary to form the two-fiber cables with two fibers cut from the same 
dt~w for the best match of characteristics. Special efforts would also 
be required to pull the two fibers with identical tension. 
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It may also be possible to develop a temperature-hardened, phase-stable 
cable that could tolerate the wide SPS thermal environment with only minor 
effects. Coaxial companies have been working on the problem for years, and 
some of the technology should be applicable to fiber optics. 
(2) Emitter and Detector Considerations 
Little is known about the causes and mechanisms of phase delay through 
injection laser diodes and avalanche photodiodes. All external parameters 
were found tc have interrelated effects on phase delay, but more work is 
required to obtain a firm understanding of the mechanisms to determine 
the impact to the SPS application, and to prevent potential problerlls from 
occurring. 
A change in temperature appears to have effects on phase delay as well. If 
the phase on only one emitter (or detector) varied for any reason, the sub-
sequent phase change would cause a phase error to be transmitted. Since the 
total phase error is limited to less than 10° rms, it may be necessary to 
house ali of the emitter and detector modules in controlled environments. 
One rememdy may be a closed-loop system for the emitters in which the rear facet 
of the laser diode is monitored by a PIN photodiode, the demodulated output 
compared with the modulation input, and corrected for drift. The concept is 
felt to be worthy of laboratory testing if controlled environments are not 
possible. 
It is also suggested that further investigation be undertaken to determine the 
full impact of detector and emitter (and fiber) frequency response on phase 
transmission. Efforts were made in the present study to ensure that frequency 
response was of litt1e consideration but should other IF frequencies be 
suggested (above 1 Gllz) these effects need to be investigated. 
71 
-
Dl8().25888-1 
It was found that the present link operated slightly above 1 GHz. 
(3) System level Recommendations 
Upon resolution of the above qeustions, it is recommended that a sample leg 
of the four-level SPS phase distribution network be built and tested. 
The network should include the proposed phase-locked loops, splitters, and 
drivers, and should be a good working model of the entire distribution net-
work. This would demonstrate the phase control concept and the ability of 
fiber optics technology to ~hallenge the stringent requirements of space-
borne applications. Subsequent to this, a working model of a four-level 
"tips" system could be built. providing quantitative data on the total phase 
error budget of the SPS phase control at the module level. 
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SPS F/O LI~K ASSESSMENT - TEST PLAN 
60 MHZ OPTICAL FIBER PHASE VS. TEMPERATURE TESTS 
1. Purpose - The purpose of this test plan is to define the test procedures 
necessary to do comparative testing of the phase variation of a signal tran-
smitted through fiber optics as environmental temperature is varied. 
2. Procedures 
2.1 Fibers to be tested - The following fibers have been procured for the test 
and shall be tested. 
a) Corning Glass Works, graded-index, IVPO process 
C
b) Corning Glass Works, graded-index, OVPO process 
} Times Wire & Cable, graded-index, OVPO process 
d} Nippon Sheet Glass Co., graded-index, "Selfor" 
e) Corning Glass Works, single-mode fiber 
2.2 fiber Preparation 
2.2.1 Construction of Mandrels - Mandrels shall be manufactured onto which the fibers 
will each 6e wound in preparation for testing. A construction drawing follows. 
(Fi gure 2.2.1.1) 
2.2.2 Fiber Winding - Each fiber shal~ be wound onto its respective mandrel. The radius 
of the region between the vertic~l standoffs with respect to the center of the 
mandrel plate shall be adjusted via best choice of the drilled standoff holes such ' 
that this radius is most closely matched to that of the spool obtained from the 
manufacturer on which the fiber was wound. The "start" end of the fiber shall 
be secured to the mandrel plate and marked "START". Three (3) feet (approx.) of 
excess fiber shall be allowed for handling and coupling out of the er.vironmental 
chamber and into the transmitter. 
The main fiber winding procedure shall be to support the manufacturers fiber spool 
vertically over the respective mandrel and to allow the fiber to gently (and loosely) 
drop onto the mandrel such that the fiber falls into a circular pattern around, 
through and between the standoff pairs. As at the start, approximately three (3) 
feet of excess fiber shall be allowed forcoup11ng out of the chamber and into the 
t·eceiver. The fi ber shall be secured to the mandrel pl ate as before and marked 
"END" . 
2.2.3 Fiber End Preparations - The ends of the fibers must be prepared in a fashion 
to make them suitable for insertion into a connector. Each fiber end shall be 
stripped of all buffer and/or other coating, to expose the fiber cladding for a 
1 ength of approximately 1". The appropriate end preparation procedures for each 
fiber shall be determined as required. All ends shall be cleaved and cleaned. 
2.2.4 Connector Procedures - Amphero1 906 series connectors shall be used to connect 
the fiber ends to the transmitter and receiver units. In all cases. the fiber 
ends shall be sli~ped through their respective connectors such that the fiber 
ends protrude slightly from the connector ends. The assemb1ys shall then gently 
be screwed into their respective receptacles on the transmitter and receiver units. 
Some connector boring may be necessary to accommodate larger fiber~. 
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2.3 iest Equipment 
2.3.1 Equipment Required - The following is a listing of test-equipment required fOi the 
Job. 
2.3.2 
a) CAD/CAM FlO XMTR 
b) CADICAM FlO RCVR 
c) Frequency Synthesizer (with capability at 60MHZ) 
d) Environmental chamber (with capability -50°C to +1500 C and size 12" x 12" x 16" 
minimum) 
e) Digital thermometer 
f) Oscilloscope (dual trace) 
g} Vector Voltmeter 
E~uipment Stabilization - As a prerequisite to any actual testing, it is mandatory 
t at all fquipment be up and running at test conditions for a minimum of 24 hours. 
Of particular importance, the require~ent pertains to the FlO XMTR and RCVR, 
frequency synthesizer, vector voltmeter, and oscilloscope. 
2.3.3 ~stem Integration - For assembly of the test system, the equipment shall be 
nterconnected as shown by figure 2.3.3.1. The fiber to be tested shall be insert-
ed into the envi ronmental chamber (aboard f ts respective IMndrel) and the fi ber 
ends shall be brought through the chamber side ports and connected to the FlO 
XMTR and RCVR units as described in section 2.2.4. 
2.4 Test Plan 
2.4.1 Information Sought - The intent of the test, as descr1b€d by sp.ction I. ;s to gather 
only 1nfonnation of the phase of the transmitted s1gnal. The goal 1s to measure, 
for each fiber tested, the change in phase of the signal at the receiver end of 
the fiber with respect to the phase at the transmitter end of the fiber over an 
environmental temperature change. 
2.4.2 Test Frf!1!:::enc,l - The fre'1tJency of the transmitted signal shall be 60.000 I~Hz to the 
best tolerance of the synthesizer. 
2.4.3 Temperature Ranoe . The environmental chamber shall be varied from -500 C to +1500 C. 
2.4.4 Test Tem~rature Increments - The temDerature increments between successive test 
poTnts s1i11 be 250C + SOC. The desired mean test points are therefore -SOOC, 
-250 C, OOC, 250C. SOCC, 7SoC. 1000C, 125°C. 15OOc. 
2.4.5 Test Cycles - The tested fiber shall be cycled through the test one time. That is. 
the test shall be run fully in the direction o~ increa5i~9 temperature to the 
maximum temperature of the test.reversed,and fun fully in the direction of decreas-
ing tempp.ratJre to the minimum temperature ~f the test. It is suggested that t~e 
fiber be subjected to one cycle prior to actual testing to effect fiber "break-in". 
2.4.6 Period of Test Point Reedings 
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2.4.6.1 Temperature range end-points - At the beginning of the temperature range for 
a test in either direction, the temperature must be allowed to stabilize for 
30 minutes, ~ 1 minute. 
2.4.6.2 Temperature range mid-points - For any temperature range mid-point readings, 
the temperature must be allowed to stabilize for lS minutes, ~ 1 minute. 
2.4.7 
3. 
3.1 
3.2 
Test Procedure - After sufficient warm-up {sec. 2.3.2} and system integration 
(sec. 2.3.3), the test shall begin at -SOoC per sec's 2.4.3, 2.4.4, and 2.4.6.1. 
A phase vs. temperature reading shall be recorded and the test then incremented 
per sec.'s 2.4.4 and 2.4.6.2. Readings shall be recorded at each point until 
the upper temperature point (+lSOOC) is reached. After its reading is recorded, 
the cycle must be reversed as per sec. 2.4.S and 2.4.6.1 and readings taken 
per 2.4.4 and 2.4.6.2 until the minimum temperature is again reached (-SOOC), 
and its reading recorded. 
Presentations of Results 
Plotted Data - Data for each fiber tested shall be plotted on 1 inear graph paper 
showing change in phase versus temperature. Because change of phase is a rela-
tive parameter, change of phase shall be set equal to 00 at -SOoC temperature. 
In addition, all test results shall also be plotted together to better illu-
strate comparative results (on a per meter basis). 
Results Discussion - Results discussion shall include any expected or unexpected 
findings, test difficulties, suggestions, etc. As a conclusion, a fiber shall 
be suggested for the 980 MHz FlO system test. 
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SPS FlO LINK ASSESSMENT-TEST PLAN 12 
980 MHz FlO SYSTEM DEMONSTRATION TESTS 
1. PurPQse - The purpose of this test plan is to define the test pro-
cedures necessary for evaluation of a FlO link for use at 980 MHz. 
The test is intended to evaluate FlO emitters and detectors at 980 
MHz at room temperature for signal throughput, modulation depth, 
sensitivity, etc., and to investigate various effects in an optical 
fiber due to temperature variatio~. The effects include propoga-
tion delay attenuation, and bandwidth changes. 
2. General Test Definition 
2.1 Test link Components 
2.1.1 Fiber - The fiber to be tested shall be specified based upon results 
of Test Plan 11 run at 60 MHz. The fiber will be already wound 
on a test mandr'el. 
2.1.2 Emitter S stem - The Emitter shall be an NEC #NDl3025P injection 
laser diode ILD) with pigtail an1 appropriate son coupling net-
work. Also included will be the appr-opriate biasing and drive 
networks. 
2.1.3 Detector System - Thp. detector shall be an RCA #C30902E avalanche 
photo diode (APD) with pigtail and appropriate coupling network. 
Also included will be the appropriate biasing and amplifier networks. 
2.2 Test Equipment 
2.2.1 Equipment i,eg'Jired - The following is a total listing of test-
equipmeilt reqliired for the jobs. 
a} TWT power!l1ri ver a!1lp~ ifi er, son 
b) 980 MHz freq. synthesizer 
c} 50~ pre-amplifier 
d) Directional coupler, 10:1 
e) Environmental chamber (with capability -500 e to +150oC and 
size 12" x 12" x 16" minimum) 
f) Oscilloscope 
g) Digital thermometer 
h) Optical power meter 
i) Vector volt~~ter 
j) 50 MHz BW (ilter, ce~tered at 980 MHz 
k) 50~ powermeter with sensor 
2.2.2 Egllipment Stabilization - As a pre:"equi5ite to any actual testing, 
it )~ mandatory that a11 equipmen~ be up and running at test condi-
tion levels for 3 minimur of 24 hours. 
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Connector Procedures - Amphenol 906 series connectors shall be 
used to connect the fiber's ends to the emitter and detector systems. 
In all cases, the fiber ends shall be slipped through their respec-
tive connectors such that the fiber ends protrude slightly from the 
connector ends. The assemblies shall then be gently screwed 
into their respective receptacles on the emitter and detector 
systems. Full attentio~ shall always be paid to maintaining clean, 
cleaved fiber ends. 
Boom Temperature Tests 
Test Frequency - The frequency of the transmitted signal shall 
be 980.000 MHz to the best tolerance of the synthesizer. 
Optical Power Measurements 
Information Sought - The intent of these tests is to determine 
the optical powers (average) found emitting from the source pigtail 
and also entering the detector pigtail for the case of no modula-
tion and for the case of modulation. 
Test Configuration - The test set-up shall be interconnected as 
per figure 3.2-1. 
Power From EmHter Pigtail, Mod. "OFF" - Connect the emitter 
pigtail directly to the photometer head via a connector, remove 
all modulation and measure the optical power. 
Power From Emitter Pigtail, Mod "ON" - Repeat as per section 
3.2.3, but with full modulation. 
Power Into Detector Pigtail, Mod "0FF"- Repeat as per section 3.2.3, 
but measure from the iong length of test fiber. 
Power Into Detector Pigtail, Mod. "ON" - Repeat as per section 3.2.5, 
but with full modulation. 
Presentation of Data - Data shall be presented a .. d also included 
shall be any expected or unexpected findings, test difficulties, 
suggestions, etc. 
Electrical Power Measurements 
Information Sought - The intent of t~ese tests is to determine the 
noise and signal power levels of th~ 980 MHz receiver system. 
Test Configuration - The test set-up shall be interconnected as 
per figure 3.3-1. 
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After Pream?, No Optical S~ - With the optical fiber 1 ink 
disconnectfd at the detector pigtail. measure the electrical 
power. 
After Preamp, Optical Signal. No Modulation - With the fiber 
reconnected, and with the source power on but with no modulation, 
measure the electrical power. 
After Preamp, Optical Signal, Full Modulation - With the link as 
per section 3.3.4, but with source modulation,.measure the elec-
trical power. 
Presentation of Data - Data shan be presented and also included 
shall be any expected or unexpected finding, difficulties, sugges-
tions, etc. An attempt will be made to characterize all noise 
sources as equivalent current sources in parallel with the signal 
current source to allow for simple analysis and predictable signal 
to noise ratios. 
Therma 1 Tes ts 
Test Frequency - The frequency of the transmitted signal shall be 
980.000 MHz to the best tolerance of the synthesizer. 
Temgerature Range - The environmental chamber shall be varied from 
-50 C to +150oC. 
Test Cycles - The tested fiber' shall be cycled through the test 
one time. That is, the test shall be run fully in the direction 
of increasing temperature from ~he minimum temperature to the max-
imum temperature, reversed, and run fully in the direction of 
decreasing temperature to the minimum temperature of the test. 
It is suggested that the fiber be subjected to one cycle prior to 
actual testing to effect fiber "break-in". 
Period of Test Point Readil"gs 
End Points - At the end of tn, temperature range for a test in 
either direction, the tempe~~~ure must be allowed to stabilize 
for 30 minutes, ~ 1 minute. 
Mid Points - For any temperature range mid-point readings, the 
temperature must be allowed to stabilize for 15 minutes, + 1 minute. 
.Phase and Ampl itude Tests 
Information Sought - The intent of this test is t~ measure the change 
of phase of the signal at the receiver end of the fiber with respect 
to the phase at the transmitter end of the fiber over an environmental 
temperature change. The relative amplitude (in dB) of the signal 
shall also be monitored over the same temperature range. 
J-10 
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Test Configuration - The test set-up shall be interconnected as 
per flgure .. 4.5-1. 
Temperature Increments - The temperature increments between successive 
test points shall be 2SoC + SoC. The desired mBan test points 
are therefore -SOoC, -2SoC: oac, 25°C. SOoC, 7S C, 10ooC, 12S C, 
lSooC. 
4.S.4 Test Procedure - After sufficient warm-up (sec. 2.2.2), the test 
shall begin at -SOoC {per sec.'s 4.2, 4.4.1}. Phase and amplitude 
readings vs. temperature shall be rp.corded and the test then 
incremented (per sec.'s 4.4.2 and 4.S.3). Readings shall be recsrded 
at each point until the upper temperature limit is reached (+150 C). 
After its readings are recorded, the cycle must be reversed (as per 
sec.'s 4.3. and 4.4.1) and readings taken (per sec.'s 4.5.~ and 
4.4.2) until the minimum temperature is again reached (-50 e), 
and its readings recorded. 
4.S.5 Presentation of Data 
4.5.5.1 Plotted Data - Data shall be plotted on linear graph paper showing 
change in phase and amplitude, in dB. versus temperature. Because 
change of phase and amplitude. in dB. are relative parameters. 
both parameters shall be set to zero at -sooe temperature. 
4.S.5.2 Results Discussion - Results discussion shall include any expected 
or" unexpected f;ndings. difficulties. suggestions. etc. 
4.6 Attenuation Tests 
4.6.1 Information Sought - The intent of this test is to determine the 
effects of temperature on the bulk loss properties of the fiber. 
By comparing the results of this test with the amplitude results 
of section 4.5. some feeling for bandwidth effects may also be 
gathered. 
4.6.2 Test Configuration - The test set-up shall be interconnected as 
per figure 4.6-1. 
4.6.3 Temperature Increments - The ~emperature increments between successive 
test points shall be sooe ... 5 C. The desired mean test points 
are therefore -5OOC. OoC. 0+5OOe. +lOOoC. +1500 e. 
4.6.4 jest Procedure - After sufficient warm-up (se~. 2.2.2). the test 
shall begin at -5OOC (per sec.'s 4.2 and 4.4.1). Optical power 
vs. temperature shall be recorded and the test then incremented (per sec.'s 4.4.2 and 4.6.3). Readings shall be recorde8 at each 
point until the upper temperature limit is reached (+150 C). 
After its readings are recorded, the cycle wi1l be reversed (per 
sec.'s 4.3 and 4.4.1) and readings taken (per sec.'s 4.4.2 0 
4.6.3) until the minimum temperature is again reached (-50' 
and its readings recorded. Source modulation shall be "OFF' 
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Presentation of Data 
Plotted Data - Data slia11 be plotted or linear graph paper showing 
rehtive optical power (in dB) vs. temperature. The parameter 
shall be set to zero dB at -sooC temperature. 
4.6.5.2 Results Discussions - Results discussion shall include any expected 
or unexpected findings. difficulties. suggestions. etc. Discuss 
any bandwidth effect observations. 
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APPENDIX I I 
SPS FIBE~ OPTIC EMITTER AND DETECTOR MODULE 
PACKAGE DRAWINGS 
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